RISC OS 2.01 
Release Note 


This note describes the changes between RISC OS 2. 01, supplied with Acorn Archimedes 
540 computer systems, and Acorn R260 and R225 RISC iX workstations, and the previous 
version of RISC OS, version 2.00. 


RISC OS 2.01 is intended to maintain full backward compatibility with version 2.00 of 
RISC OS. The areas of change are simply those necessary to support the additional hardware 
in the models mentioned above. These changes are summarised below: 
e Support for 4, 8, 12 and 16 Mbyte memory sizes: 

This takes place transparently to the user as the system powers up. 
e Support for the ARM3 RISC processor: 


By default the system starts with the ARM3 cache enabled. Two commands have been 
added, *cache onand *cache off, to allow the user to switch the cache on and off if 
required. 


¢ Support fox new: RISC Os video modes: 


The video 'system provides extra video oscillators which enable it to generate VGA and 
- SuperVGA screen modes. 
_Newo or > changed video modes are shown in the table below: 


a Resolution Standard 


640 by 480 1 bit/pixel VGA 



























640 by 480 2 bit/pixel VGA 
640 by 480 4 bit/pixel VGA 
640 by 480 8 bit/pixel VGA 























Reserved 

Reserved 

800 by 600 4 bit/pixel SuperVGA 
Reserved — 

768 by 288 1 bit/pixel VGA, overscanned 
768 by 288 2 bit/pixel VGA, overscanned 
768 by 288 4 bit/pixel VGA, overscanned 





768 by 288 8 bit/pixel VGA, overscanned 


RISC OS 2.01 is not intended to be installed in earlier machines lacking these features. 


If an internal hard disc is fitted, refer to the file ‘ReadMe’ (in the directory $.App1 in the 
RISC OS partition) for details of the RISC OS Applications Suite. 


Users of systems with greater than 4MB of memory installed should note that the PC 
Emulator (AKA42) will not operate correctly With this configuration, as the emulator’s 
initialisation sequence assumes the presenct of only one niemory controller (MEMC).A . 

‘patch’ utility, which enables AKA42 to operate on systems with more ‘than one MEMC, can. 
¢ obtained from Acorn Customer Services on request. 
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